## CABIN AIR FILTER - INSTALLATION INSTRUCTIONS

Part No.: PC99241X Est. Installation Time: less than 20 min

Mercedes Benz OE: 205835 01 47, 205-835-01-47-64, 463 8352800
The Cabin air filter is located on the passenger side of the vehicle behind the glove box.

- Remove cover below dashboard on passenger side.
- Remove Carpet (1) out from behind trim (2) and fold over in direction of arrow (A). \{Fig 1\&2\}
- Fold carpet (1) in direction of arrow (B) until edge of carpet (4) appears underneath glovebox (3) and then fold over. \{Fig 3\&4\}
- $\quad\{$ Fig 4\} Release lock (6) an opposite direction to the arrow $C$ and remove air conditioner housing cover downward from air conditioner housing.
- Remove filter (7) downwards out of air conditioner housing (5) \{Fig 5\}
- Install make sure that the new filter (7) is positioned correctly, slide guide (8) into the guide pin in the air conditioner housing (5) damage can otherwise occur. \{Fig 6\&7\}
- Install remove parts by reversing the removal procedure.


Figure (1)
Figure (2)

This is only a guide and may not be for exact model. See Owner's manual and/or local mechanic for exact instructions for the particular model.

## CABIN AIR FILTER - INSTALLATION INSTRUCTIONS

Part No.: PC99241X
Est. Installation Time: less than 20 min

Mercedes Benz OE: 20583501 47, 205-835-01-47-64, 463 8352800


Figure (3)


Figure 5


Figure (4)

figure 6


This is only a guide and may not be for exact model. See Owner's manual and/or local mechanic for exact instructions for the particular model.

